
Bump Turn
Work in-line with a quick bump

The Bump Turn is a versatile stand alone unit that 
takes product as it’s originally presented and  
rotates it 90° either right or left with a quick 
bump to create in-line applications. Our Bump 
Turn, which runs up to 30,000 pieces/hour 
interfaces with multiple types of equipment. 
Features include angle adjustments, left or right 
bump turning, variable speed and multi-bump 
positioning.

Bump Turn Advantages  
 > Runs up to 30,000 pieces/hour
 > Left or right bump option
 > Adjustable multi-bump pin positioning
 > Fast, simple integration
 > Runs in-line with inkjets, tabbers, folders,  
  stitchers/trimmers and more
 > Combines two work cells into one, reducing  
  labor costs

Feedable Material  
 > Tri-fold 
 > Bi-fold
 > Quarter fold 
 > Hangers
 > Thin Magazines 
 > Leaflets/Pamphlets
 > Letter folds 
 > Z-Folds

COMES WITH 2 YEAR LIMITED/90 DAY ELECTRICAL WARRANTY

	
	 Max.	Input	Height	 35”
	 Min.	Input	Height	 21”
	 Max.	Output	Height	 35”
	 Min.	Output	Height	 32”
	 Max.	Thickness	 .125”
	 Max.	Product	Width	 12”
	 Speed	 20-500	feet/min.
	 Electrical	 120	VAC,	3	AMP
	 Product	Dimensions	 19.5”w	x	35.25”l	x	33.25”h
	 Weight	 49.5	lbs.

Specifications
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For more information call 1-800-467-3783  
or contact your local Pitney Bowes office.
Pitney Bowes has the software, services and hardware for  
end-to-end mailstream solutions that integrate and optimize  
the flow of mail, documents and packages across a range of 
business operations.

Pitney Bowes, the corporate design and Engineering the flow of 
communication are registered trademarks. All other products 
referenced in this material may be trademarks or registered 
trademarks of their respective companies.  

Bump Turn’s pre-bump 
pin starts transition.

Piece makes contact 
with first marble located 
on control rack which 
pulls the piece smoothly.

Bump Turn belt helps 
continue turning the 
product.

Once in position, the 
product is ready for ink 
jet or tabber.


